ADDICTIVE DESERT DESIGNS

2010z 2014Ford Raptor Rancher Front Bumper

Installation Instructions
PREPARATION

1. Disconnect the negaté terminal on the battery. Pattke vehicle on level gund andset the
emergency brake

2. We recommend reading through the installation instructions in whole before performing the. work

3. You will need the following tools:

a. Ratchet

b. 3/ 4” Socket and Wrench
c. 7/ 16" Socket and Wrench
d. 21mm Socket

e. 15mm Socket

f.  10mm Socket

g. Drill

h. 5/ 8" Drill Bit

Note: this installation requires 2 people for best results
4. Included in Kit:

8 —HexHeadBoltsl/ 23 x 1 1/ 2"

16 —Flat Washers1 / 2"

8 —Nylon Locking Nuts1 / 43

2 —Aluminum Valanc®rackets

2 —HexHeadBoltsl/ 20 x 1 1/ 4"

4 —FlatWashers1/ 4~

2 —Nylon Locking Nuts1 / 20

REMOVAL

1. With the hood popped, come from the top and remove the two 10mm bolts that are on the backside of
the top (painted) part of thdumper. The locations of the bolts are circled in Fig A. The bolt heads are
faced towards the rear of the truck.




2. From the top, remove the three plastic clips holding the bottom portion of the rubber shroud to the
front bumper. (Fig B)

There are three plastic clips on the bottom portion of
the rubber shroud. The hood release lever is just

blecking them in this picture.
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3. From the bottomemove the 15mm bolts (x6) that hold on the front skid plate and remove this plate.
There are two bolts under each tow hook. The remaining two bolts are located at the rear of the front
skid plate. (Fig Gave two of these bolts for reuse.
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4. From the batom, remove any fog light connectors if your vehicle is equipped with fog lights.
5. From the bottom, remove the four 21mm nuts on the back side of the mounts that hold the bumper to
the frame horns. There are two per side. (Fig D)
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6. Your bumper is ready toe removed, and you are ready to install yoew ADDOFront Bimper.
INSTALLATION

1. First, Install the Aluminum Valance Brackets.

a. There are 2 holes that are now empty after the stock bumper removal that will be used to hold
the top half of the Valance Bradise

b. Push the % Hex Head bolt with a % Flat Was
E as well as the top hole of the Valance Bradk&t.arrange them so that the valance bracket
sits behind the valance, as shown in Fig E.

c..lnstall as her RInat aW¥%” Nyl on Locking Neave on t
these bolts finger tight for now.

d. Make sure the cutout faces towards the center of the truck, and also ensure the Brackets are
positioned so that they will be sandwiched by themper mounting bolts as the bumper is
installed. (Fig F)

2. Install any lights on your bumper at this timaging the Light Manufacturers Installation Instructions.

3. FOR RANCHER STYLE BUMPHRSSTEPHSBGHLY RECOMMENDED, BRTIONALYou may drill out
the remaining two holes in your frame horns to allow for the use of 8 mounting kddes.your
bumper’'s mounting plate as a guide to mark for t
a 5/ 8" We havd ptovided thexdra bolts. Refer to Fig G.



FigG

4. Install your ADBumper onto your truck.

a. Line theMounting Holes in théront bumper up with theMounting Holes in the fronframe
horns of the truck (FigH. Use t he supplied % Bolts (YBithe
Nylon Locking Nut&! or 8)to hold the bumper.in place (Leave these finger tight for now). Be
sure the Valance Brackets have been sandwiched between the mourmditsgand the bumper
(Fig).

b.~Secure the lower bumper tabs to the skid plate holes sy up with using the bolts you saved
in Removal Step 3. Leave these bolts loose for now. (Fig J)

c. Line the bumper up so that it sits straight and lines up with the valance (This is where a second
person might be necessary), then tightaththe mountingoolts except the ones that sandwich
the valance bracket® 70 foot pounds.

d. Line the valance up for the final time so that it looks straight with the top of the bumper, then
tighten the two inner bumper mounting bolts (that also hold the valance supportace) to
70 foot pounds. (Fig |

e. Tighten the top Valance Bracket bolts (x2) that you installed in Installation Step 1 to 10 foot
pounds.

ff. Tighten the bottom two skid plate bolts to t




5. Stard back and enjp your new ADIRancheiFront Bumper.
6. Check and r¢ighten if needed, all mounting bolts after 100 miles and periodically thereafter.
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For Additional Support or Technical Questions,
Please Call 480.671.0820 or

Email info@addictivedesertdesigns.com
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