
 

2015 ɀ Current  Ford F150/Raptor  Adaptive Cruise Control Module Relocation 

Bracket Installation  Instructions  
 

PREPARATION 

1. Disconnect the negative terminal on the battery. Park the vehicle on level ground and set the 

emergency brake. 

2. We recommend reading through the installation instructions in whole before performing the work. 

3. Estimated Installation Time: 2 Hours 

4. You will need the following tools: 

a. Ratchet 

b. 10mm Socket 

c. 11mm Socket 

d. E6 External Torx Socket 

e. 3/8έ 5Ǌƛƭƭ .ƛǘ 

f. Drill 

g. м мκнέ IƻƭŜ {ŀǿ 

h. тκонέ !ƭƭŜƴ ²ǊŜƴŎƘ ƻǊ !ƭƭŜƴ YŜȅ {ƻŎƪŜǘ 

i. тκмсέ {ƻŎƪŜǘ ϧ ²ǊŜƴŎƘ 

j. фκмсέ {ƻŎƪŜǘ ϧ ²ǊŜƴŎƘ 

Note: this installation requires 2 people for best results 

5.  Included in Kit:  

2      ς Hex Head Bolts ς оκуέ-нп Ȅ м мκнέ 

1      ς Hex Head Bolts ς оκуέ-нп Ȅ мέ 

3      ς Button Head Bolts ς оκуέ-16 x 3/4έ 

6      ς Flat Washers ς оκуέ 

3      ς Nylon Locking Nuts ς оκуέ-16 

3      ς Metal Locking Nuts ς оκуέ-24 

4      ς Machined Aluminum Spacers 

1      ς Drilling Template Washer 

2      ς Hex Head Bolts ς мκпέ-нл Ȅ оκпέ 

1      ς Carriage Bolts ς мκпέ-нл Ȅ оκпέ 

5      ς Flat Washers ς мκпέ 

3      ς Nylon Locking Nuts ς мκпέ-20 

1      ς Relocation Bracket Upper Piece 

1      ς Relocation Bracket Lower Piece 

****By installing this product, you are accepting liability for potential changes in the 

characteristics/sensitivity of your adaptive cruise control system. If you do not wish to install this product, you 

may return it for a full refund.****  

**After the installation of this product, your adaptive cruise control module may have to be recalibrated by a 

Ford technician** 



 

REMOVAL 

1. Remove the plastic clips that hold on the radiator cover. Then, remove the radiator cover. (Fig A) 

 

2. Unplug the two electrical connectors and undo the water line that are underneath the radiator cover. 

(Fig B) 

 

3. Pull the plastic clip that holds the grille harness to the grille. (Fig C) 

 



 
4. Using a 10mm Socket, remove the grille bolts (x4). (Fig D) 

 

5. Remove the plastic clip on the top portion of the headlight bezel. Then, peel the side of the headlight 

bezel that touches the grill back enough to get to the plastic clips and bolts that it was blocking. Repeat 

this step on the other side of the truck. (Fig E) 

 

6. Using a 10mm Socket, remove the lower grille bolts (1 per side). (Fig F) 

 



 
 

7. Remove the plastic clips holding the rubber shroud to the grille (3 per side), then lift the grill up and out 

of the vehicle. (Fig G) 

 

8. Pull the front plastic piece off of the front bumper. There are no tools required for this step, this piece 

pulls off by hand. (Fig H) 

 

9. Remove the Adaptive Cruise Control Module mounting nuts (x3) with an 11mm Socket, unplug the 

module connector, remove the Module mounting studs with an E6 External Torx Socket (x3), then 

remove the module from your truck. (Fig I) 

 


